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  The club has worked to make the facility more accessible to the wider community by installing 'Book
a Court' gate access technology allowing court hire bookings online and access with a pin pad at the
gate.
The resurfacing project will make the facility more attractive to all players as the club is working in all
areas to increase participation.

Do you currently have money (partial or otherwise) to fund this project?

  Partial savings towards this project total approximately $15,000

Do you plan to seek additional funding sources, i.e. grants, donations, etc.

  A grant from Tennis Australia is being investigated. A possible $7,500 is available as a
reimbursement/rebate when works are completed.

Are there other community members, organisations, businesses, etc. that you are, or might, work
with to help deliver this project?

  Boneo Tennis Club Committee

Are there key stages, timelines of dates for this project?

 
The project is planned to be completed as soon as possible when funding can be secured. If funding
cannot be raised entirely in one financial year it will be broken down into 2 stages with works to two
courts at a time. This will increase costs by approximately 5%

Has funding previously been sought for this project?

  No

Will this project require ongoing maintenance of continued financial support from the Shire? (if
known)

  No

Do you want to be heard at the Forward Planning Meeting?

  Yes

Additional submission details

  Documents attached include a project proposal from Grassports Australia and a club facility condition
& compliance report funded by the club from 2MH Consulting.

Submission attachment/s

 
2MH-BONEO-TENNIS-CLUB-FACILITY-CONDITION-COMPLIANCE-AUDIT-REPORT-
Boneo.pdf
Grassports_Proposal-October-2018.pdf

All or any part of this submission will be made public and I have read the confidentiality statements

  I understand
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In order to maintain the integrity and credibility of the risk assessment processes and to 
protect the parties involved, it is understood that the assessors will not divulge to 
unauthorized persons any information obtained during this risk assessment unless 
legally obligated to do so.

Confidentiality Statement

The assessors believe the information contained within this risk assessment report to be 
correct at the time of printing. The assessors do not accept responsibility for any 
consequences arising from the use of the information herein. The report is based on 
matters which were observed or came to the attention of the assessors during the day 
of the assessment and should not be relied upon as an exhaustive record of all possible 
risks or hazards that may exist or potential improvements that can be made.

Information on the latest workers compensation and OHS / WHS laws can be found at 
the relevant State WorkCover / WorkSafe Authority.

Disclaimer
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Audit

Question Response Details

Total Number of Courts 4

Total Number of 
Enclosures/pavements

1

Total Number of Courts 
with Lights

4

Overall site photo(s)

 1  2

COURT CONDITION (1/2) 50%

ENCLOSURE 1

Total number of courts 4

Are they Indoor or 
Outdoor Courts?

Outdoor

Outdoor Court

Number of Outdoor 
Courts

4

Is this a Netball, Tennis 
or Basketball Court?

Tennis

Is this a multi-sport 
court(s)?

No

How is this court(s) 
orientated?

North/South (recommended)

Base type Hot mix asphalt

Number of Asphalt base 
courts

4

Asphalt base condition 
rating

3 - Moderate
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Question Response Details

Base Condition Issues Tree root invasion, Collapsed pavement, Ponding

Outdoor Court(s) 
surface

Sand Filled Artificial Grass

Surface Rating 4 - Poor

Court Surface Condition 
Issues

Major ponding, Leaf litter, Debris - mainly around fencing , Aged surface, Silt/
dirt on surface, Dirt/silt in low areas, Algae present , Poor perimeter drainage, 
Poor court drainage, Compacted grass pile, Seam stress/damage

OUTDOOR COURT  
NOTATIONS

While it appears that some thought has gone into the overall design process 
behind the construction of these 4 tennis courts, there are significant design 
issues that are impacting upon the general practicality of the courts.
The court surrounds drainage is poor, and the formed spoondrains are 
inadequate. There is no protection offered to the courts from overland water 
flows and the migration of dirt and debris from outside of the courts making its 
way onto the courts surface.
The sand filled artificial grass surface is extremely aged and in the most part 
well worn.
The surface was holding large patches of surface water in large pools in 
different locations at the time the consultants visited site - due to rainfall, 
which helped them to visualise the degree of the pavement problems beneath 
the SFAG.
The SFAG was very dirty and there was a lot of excess sand, fine dirt and leaf 
material scattered over the surface of the courts and accumulated in 
concentrated piles where the surface water runs over the courts.
In the north eastern corner of the 4 court compound the surface water has run 
out of the fenced compound and left a large collection of debris and rubbish 
behind. It appears that the surface water runs in this direction towards a 
collection pit, but no evidence of a storm water drainage collection pit could 
be located in this area.
There is a large concrete footing situated approximately where it is expected 
that a grated inlet pit should be.
This footing would most likely have supported old corner tower lighting 
scheme.

OUTDOOR COURT 
NOTATIONS 
CONTINUED

Outdoor Court Photos

 3  4  5  6  7  8
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 9  10  11  12  13  14

 15  16  17  18  19  20

 21  22

Linemarking Condition Moderate quality

Overall condition rating 4 - Poor

Estimated life span 
remaining

1-3 years

Priority Medium

Overall Court Condition 
Notations (if required)

Notations Continued

DRAINAGE

Is the drainage 
infrastructure 
adequate?

No

Drainage Rating 5 - Very Poor

Drainage Type No pits, No formed drainage infrastructure

Drainage Issues/
Condition

Major ponding evident, Dirt/silt evident on court surface

Drainage Notations The courts were conveniently inspected after a small rain event, making it ideal 
to view the drainage issues. 

The court pavement 'breaks' between Courts 3 and 4 with Court 4 falling from 
the SW corner of the court to the NE corner of the enclosure.  The other three 
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courts fall from the SE corner of Court 3 to the NE corner of Court 1. A 
detailed features and levels survey would confirm this assertion.

Water was ponding along the Northern end of all four courts with Court 1 
being the most affected. There was also evidence of ponding along the 
Western Boundary where the raised plinth prevents water emptying the court 
area efficiently.  There is a large amount of silt and dirt evident where the water 
collects. 

There is also a significant amount of silt and dirt in the NE of the enclosure 
which indicates that a large amount of water is being held in this area during 
rain events.  The ground surrounding the courts is raised with no drainage 
infrastructure (spoondrains or pits) to carry away water. It appears that the 
water simply pools until it dissipates of its own accord, through the SFAG 
profile and off the court surface.

The original drainage considerations appear to have focussed on directing all 
overland flows across the courts surface to the west side of court 1, along the 
outer edge of court 1 in a northerly direction, until the surface water finds its 
way out of the enclosure, under the court fencing and across the carpark to a 
grated storm water catchment pit situated in the middle of the carpark.

Club members have inserted plastic wedges under the bottom rail of the 
fencing to elevate it off the court surface to facilitate improved surface 
drainage. In theory this effort would assist, but the overall short comings of the 
site drainage system can't be overcome through such simple means.

Drainage photos

 23  24  25  26  27  28

 29  30  31  32  33  34

COMPLIANCE (TO COMPETITION STANDARD) (0/1) 0%

Are the court(s) 
compliant? No

Which courts are 
compliant? 

0

Which courts are not 
compliant? 

1, 2, 3, 4

Which run-offs are not 
compliant?

Sideline run-offs, Between Court run-offs
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Question Response Details

Could the court(s) be 
made compliant within 
the existing pavement 
footprint?

Yes

If yes, how? Relinemarking of the courts as part of a total SFAG resurfacing program and 
relocating tennis net pots.

In which direction does 
this pavement need to 
grow to accommodate 
compliant court(s)?

N/A

Is there adequate space 
surrounding the 
enclosure to make the 
court(s) compliant?

N/A

What obstacles are 
within the required run-
off areas?

Could the courts be 
made compliant by 
removing obstacles 
from the run-offs?

If yes, how?

Are the court 
dimensions compliant? 

No

COURT COMPLIANCE 
NOTES

These courts are non-compliant with inadequate run-off distances and 
inaccurate court dimensions.



The existing pavement size is ;

36683mm N/S (length) x 61118mm E/W (width)

Enclosure size required for 4 compliant tennis courts is;

34730mm N/S x 60960mm E/W

Therefore, this pavement does not need to grow to accommodate 4 compliant 
tennis courts. 

All of the in-between court and western sideline run-offs are short of the 
respective 3660mm and 3050mm distances required to be compliant. There is 
1953mm excess space N/S (length), with all baseline run-offs compliant. 



The court dimensions are also non-compliant to current standards (23770mm 
x 10970mm), being;

Court 1 - 23800mm (30mm too short) x 10970mm (compliant).

Court 2 - 23798mm (28mm too long) x 10975mm (5mm too wide).

Court 3 - 23819mm (49mm too long) x 10978mm (8mm too wide).

Court 4 - 23813mm (43mm too long) x 10978mm (8mm too wide).



These should be addressed when re-linemarking/redeveloping.

• ‘Current standards’ refer to the recommended and minimum dimensions and 
run-offs of a tennis court set by the International Tennis Federation’s (ITF) 
Rules of Tennis (Dimension guide is attached). It is recommended that the 
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club/council liaise with Tennis Victoria for all future planning of this facility

• The Current Standards recommend that the court surface and the run-offs 
are of the same surface type, without change of level or obstruction. A 
minimum of 3050mm obstacle free, level and consistent surface is required to 
each sideline, 5480mm to each baseline and 3660mm between courts for 
tennis.

Compliance Photos

 35  36  37  38

LIGHTING

Is there Lighting? Yes

Number of courts with 
lighting

4

Lighting rating 2 - Good

High or low level & 
condition

Black powder coated poles, Low level shoe box lighting, Steel Poles, Pole 
Height >8m, Average condition, Side Tower configuration, End Tower 
configuration (goal ends)

Number of light towers 15

Number of light fittings 
per tower

1, 2

Recommend Lux Level 
Test?

Yes

Light Tower Notations The light system appears to be a standard configuration for a low shoe box 
style design. It should be sufficient to provide competition standard lighting. 
Recommend a lux level test to verify. 
The lenses appear dirty, these should be cleaned regularly to maintain optimal 
lighting output. 

Lighting Photos

 39  40  41  42  43

ACCESSIBILITY
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Question Response Details

Is this court enclosure's 
accessibility adequate?

Yes

Accessibility Rating 3 - Moderate

Accessibility Issues Trip hazards identified

Main access gate 
dimensions

1180mm wide

Accessibility Notations The overall built path network around and into the courts is good and 
appropriate, however some level imperfections in the paths create trip points 
that are hazardous to users of the facility. The influence of tree roots under the 
asphalt section of path near the main entry gate is an issue.

Accessibility Photos

 44  45  46  47  48  49

SUPPORTING INFRASTRUCTURE

Fencing type Galvanised steel chainmesh fencing, High , With top & bottom rails

Fence height 3.6m +

Fence rating 3 - Moderate

Fencing Photos

 50  51  52  53  54  55

 56  57

The fence does appear to serve its purpose by keeping balls within the 
enclosure. However, it is aged with rusty and slack mesh, damaged rails and 
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leaning posts. 

The asset owner should plan to replace the fencing to upgrade to current 
fencing standards with black powder coated posts & rails and black pvc 
coated mesh. See recommendation section for details. As a short term, low 
cost fix, the mesh could be replaced and the posts and rails painted black to 
imitate new fencing. This however wouldn't deliver fencing that complies with 
the current Australian Standards for fencing. Caution should be taken before 
committing to a quick fix as opposed to a full replacement.

Is there Tennis Court 
supporting 
infrastructure?

Yes, Outside enclosure

Net post type Painted old style round galv posts, With fixed winders, Straight, Leaning

Net post rating 3 - Moderate

Net post notations The net posts as structurally sound and serve their purpose, however, they are 
aged with fixed winders. The asset owner should consider upgrading to new 
black powder coated square posts with collapsible winders. See 
recommendation section for details. 

Net post photos

 58  59  60  61  62  63

 64  65  66  67

Net type 3/4 drop net(s), Tethered to the net posts, Minor damage, No centre net strap 
fitted

Net condition rating 3 - Moderate

Net notations There is minor damage to the bottom tape on Court 2, top tape of Court 3 & 4. 
All nets are tethered to the post except Court 4. This should be addressed to 
maximise the lifespan of the nets. 

Net Photos
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 68  69  70  71  72  73

 74

Overall infrastructure 
rating

3 - Moderate

Is there adequate 
seating?

No

Is there adequate 
shelter?

No

Seating & Shelter 
Notations

There is some seating positioned on the deck at the front of the clubhouse 
with a small section of shelter provided from the eaves on the clubhouse. In 
both instances - seating and shelter, they are inadequate for a 4 court 
complex.

Seating & Shelter Photos

 75  76  77

Is there Netball 
supporting 
infrastructure?

No

Is there another 
enclosure?

No

Is there another 
enclosure?

No

Is there another 
enclosure?

No
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Question Response Details

Is there another 
enclosure?

No

Is there another 
enclosure?

No

CLUBHOUSE

Does the facility have a 
clubhouse?

Yes

Clubhouse size Small

Was the clubhouse 
inspected?

No

Clubhouse notations The clubhouse is a painted brick construction. It overlooks the bank of tennis 
courts offering good spectator viewing from the veranda/decking area. 
The clubhouse offers a small kitchen and common area. There is an unmarked 
door, however, it is unknown if this provides internal access to the toilet 
amenities that are located to the South side of the building. 

Clubhouse photos

 78  79  80  81  82  83

 84  85  86

COURT SURROUNDS & CARPARKING

Court surrounds / 
Adjacent land 
comments

The court surrounds are green and well kept

Court Surrounds Photos
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 87  88  89  90  91  92

 93  94  95  96  97  98

 99

Water availability mains water

Car parking details / 
Paths / Accessible

Sealed area for car parking, Linemarked, Disabled carpark(s) provided, 
Dedicated carparking to the facility , No security lighting to carpark, Path 
network from carpark, Accessible 

Off-Street Spaces 0-20 spaces

On-Street Spaces No on-street spaces

Overflow Spaces 100+ spaces

Carparking Notations The main tennis club carpark is located to the NE side of the courts. It is 
sealed with concrete kerbing.  There is a grated pit in the NE corner and 
another in the middle of the carpark. 
The carpark is only small but appears to cater well for the club. It is well 
connected to the clubhouse and courts via a concrete path. 

Carparking Photos

 100  101  102  103  104
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Question Response Details

RECOMMENDATIONS - MAINTENANCE

Are there any 
Maintenance items 
requiring attention? 

Yes

Surface maintenance 
issues requiring 
immediate attention and 
ongoing monitoring

Remove debris, Remove/treat algae, Remove weed growth, Groom synthetic 
pile, Redistribute sand/surface material, Remove excess sand, Lop 
overhanging trees away from pavement/fencing, Remove shrubs/invasive 
vegetation from pavement/fencing

Drainage maintenance 
issue(s) requiring 
immediate attention and 
ongoing monitoring.

Remove build up of debris to enable efficient water movement , Reshape 
earthen swales to enable efficient water movement/outfall, Unblock pit(s)

Supporting 
infrastructure 
maintenance issue(s) 
requiring immediate 
attention and ongoing 
monitoring.

Repair damaged fencing, Repair net(s), Replace net(s), Replace centre net 
strap, Trim/remove vegetation away from pavement/fencing, Tether net(s) to 
net posts

Lighting maintenance 
issue(s) requiring 
immediate attention and 
ongoing monitoring.

Replace broken/poorly performing globes, Conduct a lux level test

Court surrounds & 
grounds maintenance 
issue(s) requiring 
immediate attention and 
ongoing monitoring.

Continue with regular grounds maintenance

Maintenance Works 
Recommendations 
Notations 

The courts are being maintained, however the inadequate drainage 
infrastructure makes keeping on top of the dirt, grime and debris removal a big 
chore. The aim is to keep contaminants out of the synthetic grass pile, and try 
to keep the sand in-fill as clean as possible.
As the SFAG is quite aged and well worn, it is difficult trying to keep the sand 
levels to the right height and stopping the courts from being slippery. The 
washed in debris and grime entering from the primary school is a problem that 
needs to be addressed.

RECOMMENDATIONS - CAPITAL WORKS

Are there any capital 
works required? Yes

What degree of works 
are required?

Reconstruction, Major remedial works, Reset net posts to allow compliance , 
Replace line marking

Does this facility pose 
any serious risks? No
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Question Response Details

If yes, why?

Capital Works 
Recommendations 
Notations

Ideally, these 4 courts should be totally rebuilt, taking the opportunity to 
address the court drainage, replace the worn and tired playing surface, renew 
the fencing and protect the investment in the courts through the installation of 
root barriers and via essential tree removals.

Mindful of limited access to funding, we have prepared a Lower Cost 
recommendation as an alternate option to the full rebuild. It's difficult to 
ascertain where to start and stop with such extensive patch up work, before 
the investment gets close to the cost of a full rebuild. None the less, a Lower 
Cost approach has been compiled for consideration. It is important to keep in 
mind that the Lower Cost option will deliver compromised outcomes.



LOWER COST REDEVELOPMENT OPTION

Replace all fence mesh with new black pvc coated mesh - ideally heavy duty 
mesh.

Paint all posts and rails and gates black to match the new mesh. Replace any 
bent or damaged rails, posts or fittings.

Replace all of the SFAG, carefully setting out to deliver 4 compliant tennis 
courts, which is achievable within this fenced enclosure - if set out carefully 
and accurately. This will involve the resetting of the net posts (which should 
also be upgraded, replacing the old with new square units with collapsible 
winders) and unfortunately the positioning of some light towers may need to 
be checked, and moved if required to deliver a compliant lighting scheme.

Construct and connect new concrete spoondrains around all sides of the 
tennis complex (designing carefully with fall and adequate pits to capture the 
storm water) to address both the surface water from within the court enclosure 
and the overland flows from outside the enclosure.

Root barriers should also be installed around the courts to provide protection 
to the pavement from the nearby trees.





FULL RECONSTRUCTION OPTION

To achieve a desirable outcome, a sound planning process and design 
considerations for a full reconstruction at this facility are recommended; 



- Engage an industry expert to develop a concept plan to ensure compliance 
and access issues are remedied (concept design is provided with this report 
as requested).

- Ensure appropriate investigations are undertaken for the pavement and 
drainage design, such as; soil testing, feature survey, title survey & engineering 
advice. 

- Ensure early approvals are sought for any required vegetation removal to 
avoid complications in the detailed design and construction stages.

- Ensure court works are independently detailed designed to ensure all facets 
of the facility upgrade are considered, including compliance to minimum court 
dimension and run-off standards for club competition tennis.  Soil type and 
existing drainage and pavement failures at this site should be considered in 
any redesign work.   

- Ensure a thorough technical specification accompanies the detailed design 
drawings when going out for quote/tender. This will ensure the contractor is 
clear on the project specifics and the quality expected. 

- Ensure adequate 1% fall (1:100) either in both directions or diagonally across 
the pavement on a single plane is achieved.  This should fall to a formed 
drainage system, complete with large spoondrains and pits, to allow storm 
water to outfall away from the pavement efficiently. Ensure the surrounding 
ground falls away from the pavement and agi-drains are installed to help 
protect the pavements subgrade and sub-base material.  

- Tree root barriers should be installed to all boundaries where existing and 
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future planting may occur within 15-20m of the pavement to ensure tree root 
damage is not an issue in the future.  Avoid planting near pavements as 
moisture variations and tree root invasion in the subgrade both around and 
under the pavement can cause significant damage to the pavement.

- When line marking, ensure all dimensions and run-offs are compliant with the 
current Standards for club competition (see attached Dimensions Guides for 
tennis).

- Install fencing with 3.6m high black powder coated chainmesh fencing with 
top and bottom rails to AS1725.2 -2010. 

- If wind break material or sponsorship signage installation is planned for the 
new courts then the AS1725.2 -2010 Part 2 commercial grade fencing 
specification will need to be upgraded to cope with the additional forces 
generated by the prevailing wind.  Wind break & signage material type and 
size, soil type and site wind ratings will need to be considered by an Engineer. 
Larger diameter posts, back stays and/or larger footings may need to be 
considered to achieve a long term outcome. 

- Install new lighting infrastructure and ensure compliance to current standards 
for sports lighting standard AS2560.2.1-2003 for tennis.  Ensure standards are 
adhered to, as both lux and uniformity requirements are important for tennis. 

- Ensure accessibility is addressed throughout the site, including path 
connections between the proposed new courts, carparking, public access 
toilets and clubrooms. This should comply with the Disability Discrimination 
Act (DDA).

- Shelters, seating and a drinking bubbler should be considered to the outside 
of each of the court enclosure in close viewing proximity to the courts. 

- Once construction starts, regular hold point inspections should be carried 
out by a technical expert to ensure the design and specification is being 
strictly adhered to.

- Compaction tests (and strength testing where relevant) of each pavement 
layer should be carried out by a licensed testing company. All test reports 
should be provided and kept on file. 

- Ensure construction and product warranties are provided. 



- Liaise with Tennis Victoria from the project scoping stage through to the 
construction stages and project completion. 

- The courts should be routinely maintained following the contractors 
maintenance manual, once works are completed including the consistent 
removal of algae, dirt and leaf litter as it collects.



Tennis

 It is recommended that the council/club refer to the recommended and 
minimum dimensions and run-offs of a tennis court set by the International 
Tennis Federation’s (ITF) Rules of Tennis (Dimension guide is attached).

Tennis courts are required to have a minimum 3050mm run-off clear space to 
the outside of each sideline, 5480mm outside of each baseline and a minimum 
of 3660mm between courts. 

The court surface and the run-offs must be of the same surface type, without 
change of level or obstruction. 

It is imperative that court dimensions and run-off zones are compliant. 



General comment

2MH Consulting can provide independent site investigations, design, 
specification & construction supervision services recommended in this report.  
We can provide advice and guidance to help facilitate any redevelopment 
project.  We can ensure best industry practice is followed for a top quality, 
compliant and long term outcome.  


Recommendations 
continued
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Question Response Details

Recommendations 
continued

Site map

 105  106
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PROPOSAL FOR BONEO TENNIS CLUB 

TENNIS COURT RESURFACING  
11TH October 2018 
Ref: Q006362 

 

Submission No. 02



 

 

 
 
 
 
 
 
Michelle Venelle 
Boneo Tennis Club 
 
 
 
 
Dear Michelle  
 
RE: Resurfacing of tennis courts x 4 
 
Thank you for the opportunity to provide a proposal for the resurfacing of the four tennis courts at 
Boneo Tennis Club 
 
At Grassports Australia we connect people by providing healthy, safe and colourful spaces and 
providing fun environments for active kids, families, sports people and performance athletes. 
 
You can trust over 45 years’ experience. Grassports Australia offer expert design and construction of  
synthetic sports surfaces. Fully insured and Work Health and Safety certified, Grassports install an 
Australian made specialised range of synthetic sports fields unique to individual sports.  
 
Grassports do not sub contract our works out as we have our own in-house construction and surface 
installers unlike many other local synthetic grass companies. 
 
Grassports Australia are certified to lay surfaces that are compliant with international sporting bodies 
including FIFA (Soccer), FIH (Hockey), ITF (Tennis), IRB (Rugby), and World Bowls. 

 
We have elected to offer our Supergrasse range of artificial grass surfacing systems for this project – all 
manufactured in Australia boasting proudly ‘Australia Made’ for our climatic conditions. 
 
We trust we have addressed your requirements in our proposal. I am available to answer any 
questions you may have, please contact me on 0416 245 468 with any queries. 
 

 
Yours sincerely, 
 
Ash Whitfield 
Victorian Sales Manager 
Grassports Australia  
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Total court size 
• 60m x 37m 

 

Surface removal works  
• Removal of the existing synthetic turf surfacing – disposing off site into bins  

o Discussions can be had about leaving the synthetic turf on site for re 
use by the local community. 

• Cleaning down of the existing asphalt bases removal of all debris 

 

An inspection of the existing asphalt bases will be required to determine if base rectification works are 
required – a variation will be issued if extra works are required. 

 

Surface installation 
• Supply and installation of 19mm Supergrasse Court Turf Synthetic Grass across the prepared base, 

complete with tennis court line markings tufted into the surface during manufacturing and service line 
cut in on site.  

• Installation of fine white grade kiln dried sand infill into the synthetic grass surface, groomed to a slow-
medium ball speed. 

• Clean up of construction materials 
 

Follow up service 
• Approximately 8-12 weeks from installation, Grassports will inspect the completed tennis courts and 

check the sand infill levels  

• We will undertake infill adjustments and groom the completed Tennis court surfaces. 
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Pricing 

Item number De Description Excluding GST

1 Resurfacing works to all Four (4) Courts $94,415.00 

2 Resurfacing works to 3 courts $72,260.00 

3 Resurfacing works to 2 courts $48,900.00 

4 Resurfacing Works for 1 court $25,000.00 

5 

Replacement of existing net posts with new black 

powdercoated net posts, modified to suit existing ground 

sleeves. Also includes super tournament tennis nets   

$5,989.00 

10% GST must be added to the above price 

Exclusions 
• No allowance for any base works to existing concrete slabs and asphalt pavements.

• We are fully covered by all risk insurances to $20 million

Payment schedule 

Deposit 40% 

Practical Completion 60% 

Payment required within seven days of invoice 
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