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Red Hill & Red Hill South Township 
Built Form Brochure

Western Port Vision
The design and character of towns and villages will continue to make a crucial contribution to the sense of place for 
Western Port communities. The townships will retain and reflect their unique landscape and environmental setting. 

The varied and special characteristics of all commercial, industrial, foreshore and residential areas will be retained 
and enhanced through the scale and siting of built form, landscaping and vegetation, harnessing existing views and 
exemplar design practices in both the public and private realm. 

This brochure outlines a framework to guide future development within Red Hill & Red Hill South over the next 15-20 years. 
The framework seeks to protect and enhance the unique character of the township in response to pressures for change; 
and the potential impacts of coastal inundation and erosion that may occur as a result of predicted sea level rise caused by 
climate change. 

The framework affects all land within the township that is zoned residential, commercial and industrial as well as 
neighbouring foreshore areas, and is based on the following overall vision for settlements within and around the Western 
Port region:

In this brochure you will find:

• a vision that captures the overall built form aspirations for Red Hill & Red Hill South

• a “Built Form Framework Plan” that identifies different character areas, key design elements and land that may be 
affected by coastal erosion and inundation hazards into the future

• a preferred character statement and design guidelines for each character area (known as “Neighbourhood Character 
Areas” and “Township Typologies”)

This brochure is based on the findings and recommendations of the Shire’s adopted Mornington Peninsula Neighbourhood 
Character Study & Design Guidelines (September 2019) and Western Port Coastal Villages & Surrounding Settlements 
Strategy (September 2019) which were prepared with extensive community consultation, research and analysis and reflect 
the collective aspirations of Council and the local community.

All future development within Red Hill & Red Hill South should be designed to align with the township vision and relevant 
preferred character statement and associated design guidelines. 

To discuss a future development proposal for land identified in this brochure, contact the Shire’s Planning Services 
department by phone on 5950 1010, via email at planning@mornpen.vic.gov.au or in person at the Shire’s Mornington office 
located at 2 Queen Street.

For more information about the Mornington Peninsula Neighbourhood Character Study & Design Guidelines (September 
2019) and Western Port Coastal Villages & Surrounding Settlements Strategy (September 2019) visit the Shire’s website at 

www.mornpen.vic.gov.au/Building-Planning/Strategic-Planning/Strategic-Planning-Projects.

SOURCE: Western Port Coastal Villages & Surrounding Settlements Strategy (September 2019) and Neighbourhood 
Character Study & Design Guidelines (September 2019)
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Red Hill & Red Hill South Township Vision

Red Hill and Red Hill South will retain their rural township feel, characterised by sporadically located dwellings 
concealed within a densely vegetated, undulating landscape, interspersed with unsealed, vegetation-lined roads. New 
development will be of a low-scale in muted colours and features that do not dominate the natural landscape. The 
small commercial areas of both Red Hill and Red Hill South will continue to comprise low-scale built form in an informal 
setting.
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Commercial - Everyday Convenience

Red Hill Commercial Everyday Convenience Red Hill Commercial Everyday Convenience

Preferred Character Statement 

New developments complement the key characteristics of this broader Built Form Typology by reflecting the finishes 
and form of the surrounding built environment while enhancing existing historical buildings and features. 

New development presents as low-scale built form, comprising flat or low pitched roofs, built to boundary and 
articulated through the use of active frontages and verandahs and awnings that provide shade and shelter 
complementing the pattern of existing development. 

The local streetscape is retained through consistent street setbacks with a mix of informal plantings and remnant 
vegetation dispersed throughout.

Design Objective Design Requirements

Public Realm

To maintain and 
improve public 
amenity and 
pedestrian movement 
within the precinct. 

Gathering Spaces and Seating
Retain and enhance informal and resting gathering spaces throughout the precinct that are:  
• Designed to provide primarily for informal activity of a scale associated with the convenience nature of the 

centre. 
• Located to take advantage of key pedestrian destinations and travel routes, and use materials and furniture 

elements that are consistent with existing enhanced spaces.
Provide seats, benches and tables that: 
• Use contemporary design and durable materials (such as steel and composite timber.
• Only utilise heritage design and details where there is a local precedent or strong community preference for 

their use.
• Make allowance for all abilities through the provision of armrests and space for wheelchairs and other 

mobility aids.
• Are located at intervals where this does not conflict with clear paths of travel or impact upon appropriate 

retail activity. 
Streetscape Treatments
Provide consistent public realm treatment within each centre including footpath surface treatment, kerb and 
channel detail, street lighting, street furniture (including bins, seats, bicycle hoops etc.). Elements may be 
modified between townships to reflect localised characteristics (eg. species selection, landscape materials).
Select pavement materials and furniture elements that make a positive contribution to a distinctive local 
character, reflecting local built and landscape materials. Community design processes should contribute to the 
definition of public realm materials and elements where possible.
Use simple durable pavements such as textured and / or coloured concrete or asphalt. Unit pavers such as 
brick should be avoided unless there is a local precedent or strong community preference for their use.
Safety and Accessibility 
Ensure pathways and seating areas within the Everyday Convenience typology are adequate, in width and 
grade, for all abilities, compliant with the current edition of AS 1428 Design for access and mobility.
Provide low key street lighting along pedestrian walkways and car parking areas. Ensure lighting to all public 
spaces within the Everyday Convenience typology, including car parks, street footpaths and pedestrian 
walkways complies with AS/NZS 1158.3.1:1999 - Road lighting Part 3.1: Pedestrian area (Category P) lighting.
Provide clear and continuous paths of travel adjacent to buildings suitable for all abilities and limit footpath 
displays.
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To enhance a sense 
of arrival at the 
centre. 

Utilise vegetation, kerb outstands and low key signage to signify entrances to the centre and enhance the 
identity of the centre. 

Pedestrian Interfaces

To ensure buildings 
at street level 
present an attractive 
pedestrian interface 
and contribute to the 
overall identity of the 
precinct.

Ground floor frontages should enable visual interest through provision of active frontages, including a minimum 
of 80% glazing in the facade that fronts the street. 
Development should:
• incorporate weather protection over footpaths into building form, preferably in the form of a veranda.    
• avoid large, blank walls or uniform front facades.

Building height, form and layout

To ensure that new 
development reflects 
the prevailing scale 
and form of existing 
buildings.

Buildings must not exceed 2 storeys (8m) in height. 
The upper level of any two storey building should be setback a minimum of 3m from the front boundary, to 
integrate with the existing built form.
Building roof form should be flat or pitched to complement the prevailing character.
Plant equipment, vents and any other mechanical equipment must be carefully sited or incorporated into the 
roof design such that it is screened or concealed from the views from the street, surrounding public spaces and 
buildings.
Provide sustainable water use in buildings by implementing measures to collect rain water runoff from roof 
areas. Ensure water storage / tanks are located away from public view, and do not impact on neighbours’ visual 
amenity.

Siting and setbacks

To maintain and 
reinforce the 
predominant front 
and side setback 
pattern to the street, 
within the precinct 
and adjoining 
residential areas.

Orient buildings towards street frontages.
New development should be built to the front and side boundaries, other than where abutting a residential 
zone.
Setbacks to side and rear boundaries with a residential zone interface should conform with Clause 55 Standard 
B17, other than:
• providing a minimum 3m setback from the rear boundary interface for landscaping
• providing a minimum 1.5 metre setback from a side boundary interface for landscaping or pedestrian 

access. 

Building materials, design and materials

To ensure new 
development 
positively responds 
to the predominant 
building materials 
and styles of the 
precinct.

Use muted finishes to complement the predominant existing palette of materials in the area and the 
surrounding natural environment, such as brick, textured render or brown / beige weather board.
Avoid the use of bright, bold colours.
All building walls that are visible from the street or public open space should be articulated to provide visual 
interest. 

Vegetation and Landscaping

To increase safety 
while reflecting 
and enhancing the 
vegetated setting 
and green character 
of the surrounding 
environment.

Retain and / or plant mature, established or canopy trees where possible, with a preference for indigenous 
species where suitable and appropriate.
Provide low informal landscaping along pedestrian walkways and car parking areas, where appropriate.
Provide a landscape plan, with maintenance schedule, for all new development applications with set back 
areas.
Design landscaping in accordance with CPTED principles, by avoiding mid-level screening to maintain 
sightlines between pedestrians, buildings, public spaces and roads. *See Safer Design Guidelines for Victoria 
<https://www.healthyplaces.org.au/userfiles/file/Safer+Design+Guidelines%20Victoria.pdf>.
Create durable landscape areas through appropriate low-maintenance species selection, careful location and 
form of planting areas, and management of pedestrian movement.
Utilise primarily local and native plant species, in accordance with Council Landscape Guidelines. The use 
of exotic species should be avoided except where based on cultural precedents and as a deliberate feature. 
Recognising that centres within this typology are likely to have limited areas for planting, species selection 
should be based on low water use, dense massing of foliage and flexible rather than twiggy growth habit.   
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Parking and Access

To ensure access to 
the centre is clear, 
minimises disruption 
to frontages and 
provides for all form 
of transport.

Vehicle Access
Avoid additional vehicle crossovers to streets for new development, wherever possible.
Where practical, limit vehicle entry points to one consolidated crossover per frontage in order to minimise 
disruption to pedestrian movement. 
Group access points between properties and limit double crossover widths to large sites.
Locate storage and loading areas to the rear of the precinct, utilising service roads where possible. 
Pedestrian Access
Separate pedestrian and vehicular traffic movements with pedestrian crossings and dedicated footpaths, where 
possible.
Articulate pedestrian entrances and walkways through architectural expression.
Provide shaded bicycle parking, walkways and seating areas. 
Consider raised pedestrian access across vehicle crossovers to slow vehicles and provide pedestrian priority. 
Where raised crossings are not feasible provide pedestrian crossings and tactile ground-surface indicators in 
accordance with AS 1428.
Car Parking Areas 
The layout of parking and access areas must comply with the current edition of AS 2890 and the Mornington 
Peninsula Planning Scheme where this has specific requirements.
Where practical, provide significant canopy trees, with a preference for indegenous that can assist in shading 
car parking areas to mitigate heat impacts. 

Signage

To ensure signage 
and advertising is 
designed and located 
to be compatible with 
the character of the 
precinct.

Public Realm Signage
Provide way-finding signage within an integrated approach.
Directional signage within this typology should be consistent in style and form.
Signage should be limited in the public realm to avoid visual clutter or visual disorder.
Advertising Signage
Promotion signs that project outside the perimeter of the building, or are free-standing, are discouraged. 
Signage, including painted signs, located on a side wall should not occupy more than 50% of the area of the 
wall. 
Bunting, sky signs, reflective signs, illuminated signs, floodlit signs, electronic signs, animated signs, including 
sandwich boards and temporary signs, are discouraged. 
The design of new buildings should take into account the likely need for signage by future occupants, and 
incorporate sign panels that meet these guidelines. 
Colours, materials, animation and illumination that interfere with the safety or efficiency of traffic circulation of 
the Road Zone, Category 1 (RDZ1) should be avoided. 
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Objective Design Responses
Building height and form

To ensure that 
new buildings and 
extensions do 
not dominate the 
streetscape.

New development should complement the 1-2 storey building height and forms of existing dwellings.
Buildings and extensions should not penetrate the tree canopy, where a canopy is present.
Buildings should be designed to follow the topography of the land, and minimise the need for cut and fill 
throughout the site.
New buildings at or near ridgelines should be designed and sited below the height of trees along the 
ridgeline.
Roofs should provide prominent eaves.

Gardens and Landscaping

To maintain and 
enhance the native 
vegetation dominated 
vistas, streetscapes 
and backdrops. 
Provide at least 
40% of the site as 
permeable surface.

Retain existing native and/or canopy trees and understorey wherever possible (Locate footings outside tree 
protection zone). If this cannot be achieved, or a tree is considered appropriate for removal, the site should 
provide adequate space for offset planting of native trees that will grow to a mature height similar to the 
mature height of the tree to be removed.
Prepare a landscape plan to accompany all applications for new dwellings that utilise appropriate native 
species.
Plant vegetation around dwellings, including trees.
Provide for one area within the front set back with minimum dimensions of 5m x 5m, to accommodate at least 
one canopy tree.
Where a tree is to be removed, it is to be replaced on site with a tree of a similar height.
Buildings should not exceed 40% site coverage.
Provide at least 40% of the site as permeable surface.

Siting and setbacks

To maintain and 
reinforce the 
predominant building 
alignment along the 
street, whilst enabling 
tree planting.

Buildings should be set back a minimum of 2m from both side boundaries to enable the planting and growth 
of medium to large trees and understorey planting.
If more than one dwelling is proposed, provide sufficient separation between each dwelling to allow for the 
planting of small to medium trees and understorey vegetation.

Residential - Bush Residential 3

Preferred Character Statement

The streetscapes in this precinct are dominated by large mature trees and supporting undergrowth. Dwellings are sited 
to sit within the undulating landscape and vegetation, well below the tree canopy, in a spacious rural setting. 

The predominantly unmade roads wind through the area with no delineation between public and private land. 

Dwellings use natural materials with muted tones and colours to fit within the landscape setting.  

Bush Residential 3 Red Hill Bush Residential 3 Streetscapes 

RED HILL ROAD
 - RED HILL TRAIL 

MERRICKS
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Building materials, design and 
details

To ensure new 
dwellings positively 
respond to the 
preferred building 
materials and styles of 
the precinct.

Use earthy muted finishes to complement the predominant existing palette of materials in the area, such as 
weatherboard.
Solar panels, air conditioning, rainwater tanks, bins and storage should be located to minimise their visual 
impact.

Garage storage and vehicle access

To minimise the 
dominance of car 
parking access and 
structures and to 
retain the existing 
street rhythm.

Locate garages and carports behind the line of the front dwelling façade.
Minimise paving in front yards, including the driveway.
Provide only one vehicular crossover per typical site frontage.

Front fencing

To maintain and 
strengthen the 
spaciousness and 
bush character of front 
gardens and the view 
of these gardens and 
trees from the street.

Provide no or a low, open rural style or wire front fence up to 1.2m in height.
Provide no, or a low, open style side fence up to 1.2m in height from the front of the dwelling.

P


